
MODEL NEUTRINO DOMINO NEXT FLEXI MERIDIAN ZENITH H SERIES

Processor / Chipset Intel Celeron N5100 Quad-Core 1.10GHz 
up to 2.80 GHz (burst frequency)

Intel Celeron J4105
(Quad Core 1.5GHz, up to 2.5GHz), 

Fanless

Intel Celeron N4000
(Dual Core - 1.1 GHz)

Intel® Celeron® J4125 Quad-Core 2.0GHz
Up to 2.7GHz

AMD V1202B Dual Core 2.3GHz (up to 
3.2GHz Turbo frequency)

Intel Atom E3845 Quad Core 1.91 
GHz

Power supply External 100/240VAC  50/60Hz, 24W, DC 
12V/2A 

External 100/240VAC 50/60Hz, 65 W External 65W Round Tip External DC 12V External 60W, DC 12V/5A External 60W, DC 12V/5A

Power consumption:  On / 
Stand By 5W / 0.3W 28 W / 0.6 W Integrated 37Wh 5 W/0.3 W 5 W/0.3 W

5 W/0.3 W standard, 6 W/0.3 W with 
Wi-Fi

Device  dimension / weight 38 (W) x 1219,3 (H) x 170 (D) / 0.6 Kg 
553.4 (W) x 240 (D) x 382.7 (H) / 6.2 Kg 

(with stand)
 368 (W) x 19.9 (H) x 244 (D) / from 1.6 kg  42 (W) x 201 (H) x 153 (D) / 1.0 Kg 53(W) x 230 (H) x 210 (D)  / 1.0 Kg

182.2 (W) x 54.2 (H) x 159.5 (D) inclu-
ding chassis foot cover / 1.3 Kg

Operational  temperature 
range /
humidity 

0°C ÷ 35°C / 20% ÷ 80%  non-condensing  10°C ÷ 40°C / 20% ÷ 80% non-condensing  10°C ÷ 40°C / 20% ÷ 80% non-condensing  10°C ÷ 35°C / 20% ÷ 80% non-condensing  10°C ÷ 35°C / 20% ÷ 80% non-condensing
-5°C ÷ 50°C / 20% ÷ 80% non-con-

densing

Security lock Kensington Kensington - Kensington Kensington -

Maximum display  resolution Double monitor
up to 3840 x 2160 @ 60Hz

Up to 2 displays:
3840x2160 @60Hz

(via Display Port 1.2),
3840x2160 @60Hz

(via USB Type-C)

15.6” FHD (1920x1080)
TN 250nits Anti-glare

Up to 3840 x 2160 @ 60Hz
Up to 4 display

3840 x 2160 @ 60Hz
Up to 2560 x 1600

Display data control Intel HD Graphics Intel UHD Graphics 600 Intel UHD Graphics Intel® UHD Graphics 600 AMD Radeon Vega 3 Graphics Intel Gen 7

Built-in speaker Built-in 0,5 W speaker  2 ch Stereo x 3W
2x 1.5W stereo speakers with Dolby Audio / 

Single microphone
Built-in 0.5W speaker Built-in 0.5W speaker -

Operating System ThinOX V12, WiN 10 IoT 2021 ThinOX V12, WiN 10 IoT ThinOX V11, WiN 10 IoT ThinOX V12, WiN 10 IoT 2021 ThinOX V12, WiN 10 IoT 2021 ThinOX V11, WiN 10 IoT

RAM Up to 16GB Up to 8 GB 8GB DDR-4 SODIMM 2666MHz Up to 8GB Up to 8GB Up to 4GB

Flash memory Up to 64 GB Up to 128 GB 128GB SSD M.2 NVMe Up to 64 GB Up to 64 GB Up to 64 GB



MODEL NEUTRINO DOMINO NEXT FLEXI MERIDIAN ZENITH H SERIES

INPUT / OUTPUT

USB ports 4 USB 2.0 (2 front + 2  rear)
+ 1 USB 3.0 front

 4 USB 3.1 rear
+ 2 USB 2.0 lateral

+ 1 USB Type C rear

1 USB Type C
+ 1 USB 3.0
+1 USB 2.0

 4 USB 2.0 + 1 USB 3.1
+ 2 x USB3.1 Type C

(1x in VESA mounting)

2 x USB3.2 Gen 1
+ 1 x USB3.2 Type C

+ 5 x USB2.0

3 USB 2.0 front +
1 USB 3.0 front

Monitor Video OUT  2 DP 1 HDMI + 1 DP HDMI  2 DP  4 DP 1 VGA + 1 HDMI

Audio 1 x 1/8 inch jack -
Mic In + Line Out

1 x 1/8 inch jack -
Mic In + Line Out

combo audio jack
1 x 1/8 inch jack -
Mic In + Line Out

1 x 1/8 inch jack -
Mic In + Line Out

-

Ports - -
 micro-SD, SDHC, SDXC

Format
-

Card reader
(optional)

2 COM
+ USB to parallel cable adapter (optional)

NETWORKING

RJ45 10/100/1000 
Base-T Ethernet YES YES YES YES YES 2 x RJ45

Wireless /
Bluetooth

Wi-Fi 6 802.11a/b/g/n/ax -
Bluetooth 5.2

Wireless Dual Band 802.11 a/b/g/n/ac
- Bluetooth 5.0

Wireless 802.11 ac - Bluetooth 5.0
Wi-Fi 6 802.11a/b/g/n/ax -

Bluetooth 5.2
Wi-Fi 6 802.11a/b/g/n/ax -

Bluetooth 5.2
Wireless 802.11 ac / Bluetooth

MOUNTING

Stand orientation Vertical + Horizontal Vertical - Vertical Vertical -

Monitor kit Rear monitor mounting
with VESA kit

Height adjustable and
rotating monitor

-
Rear monitor mounting

with VESA kit
-

Rear monitor mounting
with VESA kit

+ VESA/WALL/DIN rail mounting kits

FACTORY OPTIONS

Available Factory Options Wi-Fi Antenna 
configuration (2 external)

- -
Wi-Fi Antenna 

configuration (2 external)
Wi-Fi Antenna 

configuration (2 external)
Wi-Fi Antenna 

configuration (2 external)
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